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Project: STP-0000-00(475)  P.I. No.: 0000475 

Description: Widening of SR 133 between SR 112 and CR 417(Worth)/CR 459(Dougherty) 
Worth and Dougherty Counties  
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Need and Purpose:  
History 
State Route 133 is a major north-south corridor in South Georgia and provides a vital connection 
between Valdosta on the south with Albany to the north.  For its entire length between Valdosta and 
Albany, SR 133 is identified for eventual widening due to its inclusion on the Governor's Road 
Improvement Program (GRIP).  The GRIP was initiated in the 1980's to address the importance of 
stimulating economic growth via an improved transportation network.  SR 133 was recently added to the 
GRIP by the State Legislature and approved by the Governor.  
 
Demographics 
Within Project No. STP-0000-00(475), SR 133 crosses through Worth County, whose population has 
increased by 11.3% between 1990 and 2000. The 2000 population for Worth County was 21,967 
between SR 112 and CR 417/Countyline Road, SR 133 crosses through Worth County Census tract 
9506, which had a minority population of 15.4% in the year 2000.  By comparison, in the year 2000, the 
statewide average was 34.9% (the U.S. Census defines a minority population as Black/African-
American, Hispanic/Latino, Asian/Pacific Islander, or American Indian/Alaska Native).  The U.S. 
Census Bureau estimated 18.5% of Worth County lived below the poverty level in 1999, compared to a 
statewide average of 13.0%.  
 
Traffic 
Along SR 133 within the project limits there are eight permanent GDOT traffic counting stations.  For 
this section of SR 133 there is one traffic counting station located near Park Place.  As shown in Table 2 
of Attachment 3, year 2004 counts were taken along SR 133 at these stations and compared to 1997 
counts.  Comparing the traffic volumes at the stations, the average annual growth rate is 2.12 percent. 
 
The volumes for the traffic counting station within this section of SR 133 were 4,952 vehicles per day 
(vpd) in 1997 and 5,370 vpd in 2004.  Using the above 2.12 percent growth rate the traffic volumes for 
the estimated time of completion 2010 (ETC) are 6,219 vpd, and the 2030 (ETC+20) traffic volumes are 
9,460.  Under the No-Build alternative, which retains the existing 2-lane configuration, the level of 
service (LOS) for ETC is “B” and “C” for ETC+20.  Under the Proposed Condition, which is 4-lanes 
divided, the LOS for both ETC and ETC+20 is “A.”  Refer to Attachment 3 for further information. 
 
Accidents 
 

Year Total Accidents/ 
Accident Rate* 

Total Injuries/ 
Injury Rate* 

Total Fatalities/ 
Fatality Rate* 

2000 80 / 120 44 / 66** 3 / 4.51** 
2001 75 / 122 49 / 80** 2 / 3.25** 
2002 59 / 103 47 / 82** 2 / 3.49** 
2003 90 / 152** 83 / 141** 4 / 6.77** 
2004 66 / 110 40 / 67** 3 / 4.99** 

Avg. 121.4 87.2** 4.60** 

* All accident, injury, and fatality rates are per 100 million vehicle miles 
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** Exceeds statewide average for that year 
 
From the table above, it is noticed that while the overall accident rate for SR 133 is 13% below the 
statewide average for similar routes, the injury rate is 184% of the statewide average and the fatality rate 
is 231% of the statewide average.  In reviewing the accident records, several of the accidents were run 
off the road type accidents which can be attributed to inadequate geometry, inadequate shoulders and 
clear zones.  This project would improve all of those elements, which should improve the safety of this 
section of SR 133.  Refer to Attachment 4 for further information. 
 
Proposed Scope of Work 
Due to its inclusion in the GRIP project listing, Project No. STP-0000-00(475) proposes to widen SR 
133 from 2 to 4 lanes (with turn lanes as needed) between SR 112 and CR 417/Countyline Road.  In 
addition to its mandated improvement as a GRIP route, the project would improve the anticipated 
capacity deficiencies on SR 133 by improving the LOS for the design year (2030) and the design year 
(2030) to LOS “A”.  Improving SR 133 to a multi-lane facility with separate turning lanes would also 
remove turning conflicts from the through traffic and should increase safety.  
 
Project No. STP-0000-00(475) is not on a state or locally designated bicycle corridor.  This project is 
one of nine projects that would widen SR 133 between Albany and Valdosta.  More specifically, there 
are five projects to widen SR133 between Valdosta and Moultrie and four projects between Moultrie 
and Albany.  The proposed limits of the four projects (P.I. Nos. 0000520, 0000519, 0000475, and 
0000473) between Moultrie and Albany have logical termini; the southern terminus of these projects 
would tie into the existing four lane section of SR 133 near Moultrie and the northern terminus of these 
projects would tie into the existing four lane section in southern Albany. 
 
Description of Project 
 
Project STP-0000-00(475), P.I. No. 0000475 for SR 133 would consist of the widening and 
reconstruction of the existing SR 133 2-lane (24-foot) roadway to two, 12-foot lanes in each direction 
with 10-foot outside shoulders and 6-foot inside shoulders, from SR 112 at Worth County MP 6.6 to 
County Line Road at Worth County MP 9.2, and Dougherty County MP 0.0. 
 
This project continues from the alignment in the adjoining Project No. STP-0000-00(519) by retaining 
the existing pavement as the southbound lanes and constructing new northbound lanes.  This alignment 
avoids several homes that would be impacted if the new southbound lanes were constructed.  However, 
there would be impacts to two wetlands and one pond. 
 
As SR 133 continues north, it would transition onto a new alignment to the east side of SR 133 
beginning at CR 392/Piney Woods Dr. to bypass the Dry Creek and Moree subdivisions.  Compared to 
widening along the existing SR 133 corridor in this section of the project, this bypass alignment would 
reduce the amount of wetland impacts, avoid impacts to a sensitive habitat for the endangered Cooley’s 
Meadowrue plant located on either side of the existing alignment, and avoid several displacements, 
including a business important to the surrounding community.  In addition, this bypass would provide an 
improved alignment over Dry Creek, which has the effect of reducing the length of the impacted stream 
by several hundred feet.  Two new parallel bridges, 200 feet long by 41.25 feet wide, would be built 
over Dry Creek, replacing the undersized box culverts located along the existing SR 133 alignment that 
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would be removed.  The bypass alternate would impact an existing wetland and Dry Creek. 
 
The alignment returns to the existing corridor, approximately 700 feet north of County Line Rd. 
(Worth/Dougherty County boundary), retaining the existing pavement as the northbound lanes and 
constructing new southbound lanes.  This alignment avoids several potential residential displacements 
and would impact an existing wetland and a stream. 
 
Project Length: 3.73 miles (19,701 ft. from Sta. 1166+40 to Sta. 1363+41) 
 
Is the project located in a Non-attainment area?            Yes       X     No 
 
PDP Classification:  Major     X        Minor                    
 
Federal Oversight:  Full Oversight (   ), Exempt (X),  State Funded (   ),  or Other (  ) 
 
Functional Classification:   Rural Minor Arterial 
                               
US Route Number(s): N/A     State Route Number(s): 133     
              
Traffic (ADT):  

Current Year (2010):   6,219    Design Years (2030):   9,460  
 
Existing design features: 
• Typical Section: 2-12 ft. lanes with 2 ft. paved shoulders and 8 ft. grass shoulders.   
• Posted Speed:  55 mph  
• Maximum Grade:   3% - substandard vertical curves at four locations (Sta. 1170+70 to Sta. 

1174+90, Sta. 1205+00 to Sta. 1225+70, Sta. 1250+70 to Sta. 1255+70, Sta. 1356+90 to Sta. 
1360+50).     

• Width of Right of Way: 100-ft. 
• Major Structures:  

o Bridges: N/A 
o Box Culverts (Major): 8-ft. x 5-ft. 6 Barrel Box Culvert at Dry Creek (See Attachment 5) 
o Retaining Walls: N/A 

• Major Interchanges or intersections along the project: County Line Road (CR 417 in Worth/CR 459 
in Dougherty), Nelms Road (CR 417) 

• Existing length of roadway segment: 3.67 miles (19,402 ft.) 
 
Proposed design features: 
• Proposed typical section: 4-12 ft lanes with a 44 ft. depressed grassed median and 10 ft. outside 

shoulders (6.5’ paved and 3.5 ft. grassed) (See Attachment 2) 
• Proposed Design Speed Mainline: 65 mph 
• Proposed Maximum grade Mainline: 3%   Maximum grade allowable: 3% 
• Proposed Maximum grade Side Street: 3%  Maximum grade allowable: 7% 
• Proposed Maximum grade driveway: 7% 
• Proposed Maximum Degree of Curve: 3o27’05.6” (1,660 ft.)   
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o Protected Species and Habitats: Cooley’s Meadowrue – no impacts expected, Eastern Indigo 

Snake – no impacts expected. 
o Historic Structures: None. 
o Archaeological Sites: Archaeological Site 9WO41 is intersected by the proposed alignment 

approximately 1300’ (400 meters) south of the intersection with County Line Road.  
Between Phase I and Phase II testing, 1874 artifacts were found at this site.  Following 
testing and analysis, it was determined that this site is ineligible for the National Register of 
Historic Places and the proposed alignment in this area is acceptable. 

o Potential Permits: USACE Section 404 individual permits for anticipated impacts to 
wetlands and streams. 

o Floodplains: Zone A floodplain crossing associated with Dry Creek; Zone A floodplain 
crossing that may be impacted by this Contract associated with an Unnamed Tributary to Dry 
Creek near its confluence with Dry Creek. 

o Hazardous Waste/Hazardous Materials/Underground Storage Tanks: None known at this 
time. 

• Level of Environmental Analysis:       Yes  No 
o Are Time Saving Procedures Appropriate?    (   )  (X) 
o Categorical Exclusion Anticipated?     (   )  (X)  
o Environmental Assessment / Finding of No Significant Impact   (X)  (   ) 
o Environmental Impact Statement       (   )  (X) 

• Utility involvements: According to Attachment 11, the utilities in the vicinity of the project limits 
are limited to the following:  

 Telephone: BellSouth 
 Power: Mitchell EMC  

 
Project responsibilities:  
• Design: J.B. Trimble 
• Right-of-Way Acquisition: GDOT 
• Relocation of Utilities: By Others 
• Letting of Contract: GDOT 
• Supervision of Construction: GDOT 
• Providing material pits: Contractor 
• Providing detours: GDOT – None Anticipated 
 
Coordination:   
• Initial Concept Meeting date: December 13, 2004 (See Attachment 6) 
• PAR meetings, dates and results: January 25, 2006 (See Attachment 7) 
• Concept team Meeting date: November 13, 2006 (See Attachment 8) 
• FEMA, USCG, and/or TVA: FEMA – “No Rise” as required 
• Public Involvement: (See Attachment 9)  

o PIOH #1 – held July 11, 2005 in Albany, Doerun, and Moultrie.  Approximately 244 citizens 
attended the three meetings which covered the entire 32 mile corridor.  Within P.I. No. 
0000475, there were 19 citizens who provided feedback, 11 of the respondents expressed 
support for the project, 5 expressed opposition and 3 were uncommitted. 

o PIOH #2 – held November 17, 2005 in Doerun.  Approximately 206 citizens attended the 
meeting, which covered the entire 32 mile corridor.  Within Project No. STP-0000-00(475), 
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there were 17 citizens who provided feedback, 14 of the respondents expressed support for 
the project, 2 expressed opposition and 1 was uncommitted. 

• Local government comments: (See Attachment 10)  
o Doerun City Council Meeting – held May 3, 2005 
o Doerun City Council Meeting – held August 31, 2005 

• Other projects in area.  
o STP-0000-00(522), P.I. No: 0000522 
o STP-0000-00(520), P.I. No: 0000520 
o STP-0000-00(519), P.I. No: 0000519 
o STP-0000-00(473), P.I. No: 0000473  

 
Scheduling – Responsible Parties’ Estimate 
• Time to complete the environmental process: 31 Months. 
• Time to complete preliminary construction plans: 12 Months. 
• Time to complete right-of-way plans:  9 Months. 
• Time to complete the Section 404 Permit: 4 Months. 
• Time to complete final construction plans: 15 Months. 
• Time to purchase right-of-way: 18 Months.  
 
Other Alternates Considered: 
Several other options were investigated for Contract 8.  All of these options were eliminated by a 
relatively brief inspection, prior to any of the public involvement activities.  There are numerous 
environmental constraints in this contract, primarily ecological and socioeconomic, which precluded all 
alternate alignments except for the alignment shown in Alternate 8A.  
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Attachments: 
 

1. Cost Estimates 
  Construction including E&C (10%) (excluding Inflation) $17,345,255
  Right-of-Way $2,505,969
  Utilities Reimbursable $288,300
   (Non-reimbursable – not included in total cost) $108,400
2. Typical Sections 
3. Capacity Analysis 
4. Accident Summary 
5. Bridge Inventory  
6. Initial Concept Team Meeting Minutes 
7. 
8. 

PAR Meeting Results 
Concept Team Meeting Minutes 

9. PIOH Fact Sheets and Summaries of Comments and Responses 
 a. PIOH #1 – July 11, 2005 
 b. PIOH #2 – November 17, 2005 
10. Local Government Comments 
 a. Doerun City Council Meeting – May 3, 2005 
 b. Doerun City Council Meeting – August 31, 2005 
11. Letter of Concurrence – Georgia DNR, Historic Preservation Division 
12. Location and Design Notice 
13. GDOT District Utility Cost Estimate 
14. Environmental Concerns 

 
Prepared by: J.B. Trimble, Inc. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 

STP-0000-00(475)  
 

Attachment 1 
 

Cost Estimate 









 
 
 
 
 
 
 
 
 
 

STP-0000-00(475)  
 

Attachment 2 
 

Typical Sections 
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Capacity Analysis 
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Accident Summary 
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Bridge Inventory  
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BRIDGE INVENTORY DATA LISTING GEORGIA DEPARTMENT OF TRANSPORTATION

 84.76SUFF. RATINGStructure ID:

321-0025-0Structure I.D.No:

06Bridge Information

DRY CREEKFeature Int:

06Functional Classification:

Signs & Attachments

Expansion Joint Type:

*

225

242

243

238

239

240

241

230

244

224

233

236

234

235

237

247

248

*

*

Deck Drains:

Parapet Location:

Height:

Width:

Curb:

Handrail:

Median Barrier Rail:

Bridge Median Height:

 Width:

Guardrail Loc Dir  Rear:

      Fwrd:

      Oppo Dir Rear:

              Fwrd:

Approach Slab:

Retaining Wall:

Posted Speed Limit:

Warning Sign:

Delineator:

Hazard Boards:

Utilities Gas:

  W

Elec

  Telephone:

  Se

Lighting Street:

Naviagtion:

Aerial:

County Continuity No.:

00

0

0

 0.00

 0.00

 0.00 0

0 0

0

 0.00

 0.00

6

6

0

0

0

0

55

0

1

0

00

00

00

00

00

0

0

0

00

*

200

6A*

*

*

*

6B

7A

7B

* 9

2

207

91

92A

92B

92C

4

5

16

17

98

99

100

12

13A

13B

101

102

264

208

Location I.D. No.:

*

*

*

*

*

*

*

*

*

*

*

Critical Bridge:

Route Number Carried:

Facility Carried:

Location:

DOT District:

Year Photo:

Inspection Frequency:

Fract Crit Insp Freq:

Underwater Insp Freq:

Other Spc. Insp Freq:

Place Code:

Inventory Route (O/U):

Type:

Designation:

Number:

Direction:

Latitude: MMS Prefix:

Longitude: MMS Suffix:

Border Bridge: %Shared:

ID Number:

STRAHNET:

Base Highway Network:

LRS Inventory Route:

Sub Inventory Route:

Parallel Structure:

Direction of Traffic:

Road Inventory Mile Post:

Inspection Area:

Date:

Date:

Date:

Date:

Initials:

0

4 MI N OF BRIDGEBORO

SR 133

SR00133

4
2005

24 06/02/2005

02/01/1901

00

00

02/01/1901

00 02/01/1901

00000

1

3

1

00133

0

31-27.4

83-59.6

SR

133  10.19MP:

000 00

000000000000000

0

1

3211013300

 0

N

2

010.11

11 JWH

321-00133D-010.19N

* 104

26

204

105

110

206

217

218
19

20

21

22

31

37

205

27

106

33

34

35

38

213

267

42

214

203

259

43

45

44

46

226

111

107

108

*

*

*

*

*

*

*

*

*

*

0

F 00931No.:

0

0

1

0200.00

1
12

3

01

Highway System:

Federal Route Type:

Federal Lands Highway:

Truck Route:

School Bus Route:

Benchmark Elevation:

Datum:
Bypass Length:

Toll:

Maintenance:

Owner:

Design Load:

Historical Significance:

Congressional District:

Year Constructed:

Year Reconstructed:

Bridge Median:

Skew:

Structure Flared:

Navigation Control:

Special Steel Design:

Type of Paint:

Type of Service on:

Movable Bridge:

Type Bridge:

Pile Encasement:

Structure Type Main:

No. Spans Main:

Structure Type Appr:

No. Spans Appr:

Bridge Curve Horz: Vert:

Pier Protection:

Deck Structure Type:

Wearing Surface Type:

Me

P

01

2

5

02

1949

0000

0

00

0

0

0

0

1

5

0

Q

3

1 19

006

0 00

0000

0 0

0

N

N

N

N

Location & Geography

Engineer's Initial: jal

1SIA-Report Date: 6/15/2005



Worth321-0025-0

BRIDGE INVENTORY DATA LISTING GEORGIA DEPARTMENT OF TRANSPORTATION

 84.76SUFF. RATINGStructure ID:

Programming Data

201

202
249

250

251

252

260

75

94

95

96

76

97

114

Project No.:

Plans Available:
Prop. Proj. No.

Approval Status:

P.I. No.:

Contract Date:

Seismic No.:

Type Work:

Bridge Imp. Cost:

Roadway Imp. Cost:

Total Imp Cost:

Imp. Length:

Imp. Year:

Future ADT: Year:

S-210 (6)

0
0000000000000000

0000

0000000

02/01/1901

00000

00 0

$ 0

$ 0

$ 0

000000

0000

008490 2024

Hydraulic Data

*

215

113

216

222

221

219

220

223

265

Waterway Data

Highwater Elev.:

Avg. Streambed Elev.:

Drainage Area:

Area Of Opening:

Year:

Freq.:

Scour Critical:

Water Depth: Br. Height:

Slope Protection:

Spur Dikes Rear: Fwrd:

Fender System:

Dolphin:

Culvert Cover:
Type:

No. Barrels:

Width: Height:

Length: Apron:

U/W Insp. Area: Diver:

0194.6 1972

0000.0 00

00000

000240

8

02.0 05.0

0

0 0

0

0

3
1

6

 8.00  5.00

 37 0

0 ZZZ

* Location I.D. No.: 321-00133D-010.19N

Measurements

* 29

109

28

210

48

49

51

52

47

50

32

229

36

Shoulder Width:

Rear Lt:

Fwrd Lt:

Pavement Width:

Rear:

Fwrd:

Intersection Rear:

Safety Features Br. Rail:

Transition:

App. G. Rail:
App. Rail End:

Minimum Cl.Over:

Under:

53

228

55

56

10

39

116

245

246

212

Min. Vertical Cl

Act. Odm Dir:

Oppo. Dir:

Posted Odm. Dir:

Oppo. Dir:

Lateral Undercl. Rt:

Lateral Undercl. Lt:

Max Min Vert Cl:

Nav Vert Cl:

Nav Vert Cl Closed:

Deck Thickness Main:

Deck Thick Approach:

Overlay Thickness:

Year Last Painted:

*

*

*

*

*

*

*

ADT:

% Trucks:

Lanes On:

No. Tracks On:

Max. Span Length:

Structure Length:

Br. Rwdy. Width:

Deck Width:

Tot. Horz. Cl:

Curb/Sdewlk Width:

Approach Rdwy Width:

Sup: Sub:

Year:005660 2004

15

02 Under: 00

Under:00 00

0008

 53

 35.00

 37.80

 35.00

0.00/0.00

032

Type: Rt:
Rt:Type:

 4.00  4.002

 4.00  4.002

 24.00

 24.00

Type:

Type:

2

2

0 0Fwrd:

1

1

1

1
99 99

N 00 00

99 99

99 99

00 00

00 00

N  99.90

 0.00

99 99 Dir: 0

000 Horz: 0000

000

 0.00

 0.00

 0.00

0000 0000

'

'

'

'

'

'

'

"

"

"

"

"

"

"

Ratings

*

63

66

64

231

261

262

67

58

59

227

60A

60B

60C

71

61

68

69

72

62

Inventory Rating Method:

Inventory Type:

Operating Type:

Calculated Loads

H-Modified:

HS-Modified:

Type 3:

Type 3s2:

Timber:

Piggyback:

H Inventory Rating:

H Operating Rating:

Structural Evaluation:

Deck Condition:

Superstructure Condition:

Collision Damage:

Substructure Condition:

Scour Condition:

Underwater Condition:

Waterway Adequacy:

Channel Protection Cond:

Deck Geometry:

UnderClr. Horz/Vert:

Appr. Alignment:

Culvert:

Rating:

Rating:

5

2 27

2 46

00 0

00 0

00 0

00 0

00 0

00 0

15

25

6

N

N

0

N

6

N

8

5

4

N

8

7

65 Inventory Rating Method: 5

Posting Data

*

70

41

103

232

253

253

Bridge Posting Required:

Struct Open, Posted, Cl:

H-Modified:

HS-Modified:

Type 3:

Type3s2:

Timber:

Piggyback:

Temporary Structure:

Notification Date

Fed Notify Date:

Posted Loads

5

A

0

00

00

00

00

00

00

02/01/1901

02/01/1901 0

2SIA-Report Date: 6/15/2005



 
 
 
 
 
 
 
 
 
 

STP-0000-00(475)  
 

Attachment 6 
 

Initial Concept Team Meeting Minutes 











 
 
 
 
 
 
 
 
 
 

STP-0000-00(475)  
 

Attachment 7 
 

PAR Meeting Results 
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July 11, 2005 
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PIOH # 2 
 

November 17, 2005 
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Doreun City Council Meeting # 1 
 

May 3, 2005 





 
 
 
 
 
 
 
 
 
 

STP-0000-00(475)  
 

Doreun City Council Meeting # 2 
 

August 31, 2005 
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Letter of Concurrence – Georgia DNR, Historic Preservation Division 
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Location and Design Notice 
 
 



NOTICE OF LOCATION AND DESIGN APPROVAL 
 

Project Nos. STP-0000-00(520) (519) (475) (473) 
P.I. Nos. 0000520, 0000519, 0000475, 0000473 

 
 
 
 
 

To be developed at a later date. 
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GDOT District Utility Cost Estimate 
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Environmental Concerns 
 
 



Summary of Environmental Concerns 
State Route 133 from Moultrie to Albany 

GDOT Projects STP-0000-00(520), (519), (475), & (473) 
P. I. Nos. 000520, 000519, 000475, & 000473 

Colquitt, Worth, and Dougherty Counties 
 
Contract 8:  Project STP-0000-00(475) from 1,500 feet north of SR 112 in Worth 
County to 1,700 feet north of CR 417 [in Worth County]/CR 459 [in Dougherty 
County] (County Line Road) 
 
Streams: 
 
0 Stream 086, Dry Creek (401 feet from shading and clearing) 
0 Stream 087 (no impacts expected) 
 
Wetlands: 
 
0 W/L 081 (3.62 acres) 
0 W/L 084 (2.18 acres) 
0 W/L 085 (no impacts expected) 
0 W/L 088 (0.99 acres) 
 
Ponds: 
 
0 Pond 082 (0.26 acres) 
0 Pond 083 (no impacts expected) 
 
Protected Species and Habitat: 
 
Known populations of Cooley’s meadowrue were observed on the western side of SR 133 in 
a power line easement immediately south of Dry Creek near the Nature Conservancy’s 
property.  No effect to this species is expected due to a shift in the existing SR 133 
alignment, which would create a bypass and obliterate the existing pavement.  The area 
would also be labeled on the design plans as an “Environmentally Sensitive Area”.   
 
One gopher tortoise burrow, which provides habitat for the threatened Eastern Indigo 
Snake, was observed 500 feet of existing SR 133 and throughout the Doerun Pitcher Plant 
Bog Natural Area.  Eastern Indigo Snakes were not observed, so the project may affect, but 
is not likely to adversely affect, the threatened snakes due to habitat presence.  Special 
provision 107.23G applies to this project and will be implemented.  The provision requires 
monitoring for the presence of the snake during construction activities.   
 
 



Historic Structures: 
 
0 None 
 
Archaeological Sites: 
 
0 None are known; however, the survey is incomplete. 
 
Potential Permits: 
 
0 USACE Section 404 individual permits for anticipated impacts to wetlands and streams. 
 
Floodplains: 
 
0 One Zone A floodplain crossing associated with Dry Creek 
0 One Zone A floodplain crossing that may be impacted by this Contract associated with 

an Unnamed Tributary to Dry Creek near its confluence with Dry Creek. 
 
Farmlands: 
 
Potential farmland impacts (conversion of agricultural farming land uses to transportation 
uses) are possible along Contract 8.  Most potential conversions would take place within pine 
plantations or pecan groves, although there do exist a few farms growing other common 
crops in South Georgia including peanuts and cotton.  These impacts are expected to be 
minimal and will be mitigated to the extent possible.  Further, farm owners would receive 
fair market value compensation for impacts to land, infrastructure such as irrigation ponds 
or other equipment, and lost business/revenue resulting from the proposed project. 
 
Hazardous Waste/Hazardous Materials/Underground Storage Tanks: 
 
0 None are known; however, the survey is incomplete. 
 
Social Environment: 
 
Impacts to the social environment and the surrounding communities are expected to be 
minimal.  The residential community located along existing SR 133 from Groveland Road to 
Dry Creek would be bypassed in order to minimize right-of-way impacts and displacements.  
The community that occurs mostly along side roads between Worthwood Road and Piney 
Woods Drive would also be maintained without substantial right-of-way impacts or 
displacements since widening is proposed along the opposite side of the roadway.  Some 
right-of-way impacts are expected to a nearby church; however, the church would not be 
displaced and it is expected continue to operate in its current capacity as a community 
resource after project implementation. 
 
Environmental justice populations are not expected to experience disproportionately adverse 
impacts as a result of this contract. 



 
Churches and other Institutions: 
 
Cornerstone Baptist Church will suffer some right-of-way impacts; however, the church will 
not be displaced.  As described above, the church’s functions as a community resource are 
not expected to be adversely affected by the proposed project. 
 
Other Concerns or General Notes: 
 
0 Property in the Dry Creek area is owned by the Nature Conservancy; however, impacts 

to this property are not anticipated.  
 
0 Approximately four residences are expected to be displaced along Contract 8.  
 
0 Noise and air quality impacts are expected to be minimal and not adverse.  
 
0 A Section 4(f) evaluation is not expected for this Contract.   
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